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7. THE CONTACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
SIGNAL CABLES TG THE APPROPRIATE TERMINALS AND FOR
PROPERLY LABELING EACH CABLE.

— 8. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED
WITH THE SHA ENGINEER.
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@ o WHICH THEY ARE INTENDED.
—_’___‘:d::__‘_,__.:—-—_,_,-—:‘—'_’—r—*—‘_’
e 11. FOR FINAL PAVEMENT MARKINGS, REFER TO THE PAVEMENT

- MARKING PLAN, OTHER THAN THOSE DETAILED ON THIS PLAN.

ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE
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- 12. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL
RECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON

COMPLETION OF THE NEW SIGNAL.
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CONSTRUCTION DETAILS S (-

A. INSTALL PROPOSED LED TRAFFIC SIGNAL HEADS, COUNTDOWN PEDESTRIAN SIGNAL

HEAD. VIDEO DETECTION CAMERA AND SIGNS ONTO THE EXISTING SIGNAL POLE AND
MAST ARM PRIOR TO THE START OF PHASE 2B CONSTRUCTION. INSTALL SIGNAL HEADS 7 PEDESTRIAN RAMP.
AND SIGNS: CONNECT TO THE EXISTING WIRING. Do 1.PHASE 2B — STAGE 1 CONSTRUCTION 3. TRAFFIC SIGNALS MUST BE OPER-—
: , TNT=> WILL INVOLVE RECONSTRUCTION OF THE ATIONAL PER THESE PLANS PRIOR
B. INSTALL 10’ (CUT DOWN TO 5’) PEDESTAL POLE WITH AUDIBLE PUSHBUTTON STATION = SIDEWALK. PEDESTRIAN RAMP, AND CURB TO THE IMPLEMENTATION OF
AND SIGN (NOTE: 1-2“ SCHEDULE 80 PVC CONDUIT WITH 90° BEND). AND GUTTER IN THE SOUTHWEST OF THE TRAFFIC CONTROL PLANS (TCP)
INTERSECTION OF MD 185 AT JONES FOR THE CONSTRUCTION WORK.
C. USE EXISTING HANDHOLE. BRIDGE ROAD.RECONSTRUCTION QF CURB
AND GUTTER AND PEDESTRIAN RAMPS 4.PEDESTRIAN COUNTDOWN SIGNALS
D. USE EXISTING CONDUIT. ON THE ISLAND IN THE SOUTHWEST WILL BE INSTALLED IN PHASE 3;
" QUADRANT OF THE MD 185 AT JONES THESE SIGNALS WILL NOT BE
E. INSTALL 2% SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED. BRIDGE ROAD. ACTIVATED UNTIL THE END OF
CONSTRUCTION FOR THIS STAGE.
2. INSTALL PROPOSED LED SIGNAL HEADS, WITH THE EXCEPTION OF SIGNALS

SIGNS. AND VIDEO DETECTION CAMERAS #26 AND #27., WHICH MUST BE
ONTO EXISTING SIGNAL POLE DURING INSTALLED AND OPERATIONAL AT
.THIS PHASE. THE START OF PHASE Z2B.
MAINTENANCE OF PEDESTRIAN
TRAFFIC WILL BE DETAILED 1IN
THE TCP. INSTALLED PUSHBUTTONS
SHALL NOT BE ACTIVATED UNTIL
THE SIGNAL IS FULLY

F. TEMPORARY STOP LINE (SEE PEDESTRIAN/TRANSIT MOT PLAN).

G. TEMPORARY CROSSWALK (SEE PEDESTRIAN/TRANSIT MOT PLAN).

H. CONNECT PROPOSED EQUIPMENT IN THE EXISTING CONTROLLER CABINET.

J. DURING THIS PHASE OF CONSTRUCTION THIS PEDESTRIAN RAMP SHALL BE CLOSED TO

PEDESTRIAN TRAFFIC.
K. REMOVE EXISTING CROSSWALK(SEE PEDESTRIAN/TRANSIT MOT PLAN). \\\\\:\\ OPERATIONAL.
‘\\‘
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